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Jema Autolifte Euroline 2 Post baseless lift 

JA3500T-E is our bestseller within our 2 Post lifts with 
screwplatforms on the perfect designed arms.

The user-friendly control box gives the consumer an easy and 
fast operation of the lift, and because of the spindle, there is 
no need of safety locks. 

JA3500T-E have a mazimum lifting height of 2000mm.
 
JA3500T-E has CE approval certificate! 

Technical specifications
• Loading capacity 3500 kg.
• Rise time 45 sec. 
• Drop time 45 sec.
• Lifting height 2000 mm 
• 380V power supply 
• Motor power 3 Kw
• Noise level 75db
• Weight 635 kg.
• CE Approved 

Euroline 
JA3500T-E 

2 Post Baseless lift 
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Jema Autolifte 2 post ”Euroline” lift JA3500T-E has an amazing lift height of 
2000 mm which makes it a perfect workplace for event the tallest people. 
 
JA3500T-E is CE approved

JA3500T-E Engines  

The two synchronized engines does that 

there is no need of any base between the 

two posts, which makes it easy to enter with 

the car.

Controlbox 

JA3500T-E has the user-friendly  

controlbox gives the consumer an easy and 

fast operation of the lift.  Because of the 

spindle, there is no need of safety locks.

Screw platforms 
JA3500T-E has easy adjustable  

screw platforms
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