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Euro line Brake, shock absorbers and alignment testlane

JA9500BT can in only 30 seconds. test vehicle brakes, shock 
absorbers and alignment! 

With the JA9500BT, the workshop can, with the customer’s car, 
make the test with the customer so the customer can see any 
defects or corrections that the car should have at the service at 
the workshop. 

After the test is completed, a test report can be printed which 
demonstrates the condition of brakes, shock absorbers and 
alignment!

Technical specifications
• On-ground installation
• Expected test time 30 sec. 
• 220V power supply 
• Computer with screen
• 32” Flatscreen 
• Length 293 cm
• Total wide 200 cm
• Height 4 cm
• Weight 600 kg.
• CE Approved 
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More than half of the vehicles tested on JA9500BT-E had defects 
of some kind. Opportunity to perform the test with the customer, 
when arriving with the vehicle for service. 
Simply a unique product to ensure the safety of the vehicle is 
perfect!

Test overview
32” flatscreen for test overview of the user 

and the client.

Computer, screen and database 

The testlane is connected to a computer 

with a database with all possible models on 

the marked. Once a year there will be a 

database update available. 

(Extra cost pr. year)

Testlane  
JA9500BT-E testlane can be used with the 

customer and gives a complete diagnostic 

of brakes, alignment and shock absorbers in 

only 30 sec. 

Advantage of using JA9500BT-E 
- Better awareness of car condition. 

- Customer satisfaction

- Customer safety

- Possible18% turnover increase
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