
1

Jema Autolifte Euro line wheel balancer  

DWC-8-E is a manual wheel balancerdevice for
passenger cars and vans.

DWC-8-E has the following features, ALU programs,
2 ALU programs for motorcycles ”hidden weight” program,
optimization, as well as an easy and clear keyboard.

DWC-8-E produced in Europe and is of course CE approved

Technical specifications
• Sound level 65db
• 220V electrical connection
• Engine power 0.2 - 0.37kW
• Max. rim diameter 10 ”- 30”
• Max. rim width 2 ”- 15”
• Max. wheel diameter 45 ”
• Max. wheel weight 60kg.
• Balancing accuracy +/- 1gr.
• Total weight 85kg.
• CE approved 
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Jema Autolift’s balancing device ”Euro Line” DWC-8-E is a fantastic device made of the best possible components. DWC-8-E is 
manufactured in Europe!

The balancer is CE approved

40” shaft and quicknut 

The DWC-8-E has a high quality 40” strong 

shaft.  The Quicknut makes wheel mounting 

quick and easy.

Design 

DWC-8-E has a nice and clear design which 

doesn´t need allot of space, and with hook 

hanging for cones and calibration adapter.

Keyboard

The DWC-8-E has a powerful and easy-to-

use keyboard for navigating the various 

options and menus.
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